CITY OF BANNING THIS STANDARD SHOWS THE REQUIREMENTS FOR AN 8' x 14' x 9'-6" PRECAST CONCRETE
ELECTRIC UTILITY MANHOLE.

CAST IRON COVER

"C.0.B. ELECTRIC" INSCRIBED ON MANHOLE COVER

v =
)
/ 7 1" DIAMETER COIL INSERT

730" DIAMETER
OPENING

CONCRETE COVER

NECK SECTION

NECK EXTENSION SECTION
(AS NEEDED FOR
CLEARANCE REQUIREMENTS)

OPTIONAL HEIGHT OF 6", 9", OR 12"

APPROXIMATE WEIGHTS:

CAST IRON COVER — 205 LBS.
CONCRETE COVER - 2,077 LBS.
NECK SECTION — 1,949 LBS.

6" NECK EXTENSION — 1,040 LBS.
9" NECK EXTENSION — 1,560 LBS.
12" NECK EXTENSION — 2,040 LBS.

2-TON LIFTING

PIN ANCHORS

(INSIDE - 2 EACH SIDE,
QUTSIDE - 2 EACH END)

NOTES:

1. PLACE PLASTIC—MASTIC SEALANT BETWEEN ALL SECTIONS. DO NOT APPLY SEALANT UNDER THE TOP SECTION
IF CONCRETE IS REQUIRED FOR GRADE ADJUSTMENT.

2. ALIGN MANHOLE COVER TO FINAL GRADE USING BRICKS. CONFIRM CONCRETE REQUIREMENTS WITH CITY OF
BANNING PUBLIC WORKS INSPECTOR BEFORE ENCASING EXTERIOR OF MANHOLE NECKING. GROUT INTERIOR
EDGES OF EACH PRECAST SECTION AND PAINT WHITE TO MATCH INTERIOR WALLS OF STRUCTURE.

3. APPLY INHIBITOR TO THE BOLTS WHEN SECURING MANHOLE COVER TO REDUCE INSTALLATION OR REMOVAL
DIFFICULTIES.

4. PROVIDE UNOBSTRUCTED SPACE CLEARANCES AROUND VAULT PER SD #600-72.
REF: 3332.1
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